
 

Memorandum 
 
Date     August 16, 2024 
 
Distribution:    Abigail Rosenow – State Historic Preservation Office (SHPO) 
    Charles Bichara – Director of Economic Development (City of Middleburg 
    Heights) 
    Matthew Hammer – Civil and Environmental Consultants, Inc. (CEC) 
    Matthew Hyland – TRC 
    Seda Ergun – TRC      
     
Project Name/Number:  Remediation of Former Sears and Sears Auto Site in Middleburg Heights, 

Ohio 
    6950 West 130th Street 
    Middleburg Heights, Ohio 44130 

TRC Project 604350.0000.0000  
 
Regarding:     August 12, 2024, SHPO Comments 
 
Enclosed please find our response to your inquiries regarding the above referenced project. 
 
Scope of Work 
  
The Former Sears Southland Shopping Center comprises two vacant structures, including a former 
Sears department store and a former Sears automotive shop, totaling approximately 211,095 square 
feet. The vacant buildings contain significant quantities of asbestos-containing materials and universal 
wastes. The City of Middleburg Heights has received a Northern Ohio Areawide coordinating Agency 
(NOACA) Vibrant NEO Brownfield Revolving Loan Fund (RLF) from the United States Environmental 
Protection Agency (USEPA) specifically for the abatement of asbestos and removal of universal wastes 
in the buildings.  
 
Asbestos abatement specifications to address the contaminated materials will be prepared by TRC. 
The abatement specifications (for asbestos and regulated materials) will include a performance-based 
description of activities to be taken by a licensed contractor for the safe removal and disposal of ACM 
and regulated materials that refer to pertinent environmental regulations and estimated quantities and 
locations that were identified in TRC’s previous surveys (see attached summary of identified materials). 
In general, the specifications will include the following. 
: 

• The types, location, quantity, and condition of identified ACM and other regulated wastes. 
• Floor plans depicting the general location and quantity of identified asbestos containing materials. 

The drawings will be based on electronic drawings provided by the City. 
• Drawings notes. 
• Photographs of areas of homogeneous ACM and a material description of ACM thought to be 

disturbed. 
• Data tables indicating sample numbers, quantity estimations, and percentage of asbestos 

containing.  
 materials. 

• The locations, estimated quantities, and other pertinent information will be provided on scale 
drawings so that removal parameters and locations can be estimated by contractors. 

 



 
 

 

Also at your request, we have included site drawings for a graphical representation of the site. 
 
Please do not hesitate to contact us should you have any questions. 
 
Enclosures: 
  
Appendix A – Asbestos Confirmation Survey and Hazardous Materials Inventory Table 
   
Appendix B – Site Figures 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Appendix A 
 

Asbestos Confirmation Survey and Hazardous Materials Inventory 
Table 
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Table 1: Building 1 ACM Summary 
 

 

 

 

Suspect Material Description 

 

  

 

Location 

 

 

 

HA # 

 

 

 

Quantity 

 

ACM 

% 

Type 

 

 

Friable 
1 

ACM 

 

Non 

Friable 
2 

ACM 

 

TRC 

Samples 

Contains 

Not More 

Than 1% 

Asbestos
3

 

12”x12” Gray Floor Tile with Black and 
White Specks 

Ground (Second) Level Tools / Garden Sales  FTA N/A Non Asbestos     
Yellow Mastic Associated with FTA Ground (Second) Level Tools / Garden Sales FTMA N/A Non Asbestos     

12”x12” Beige Floor Tile with Blue Specks Ground (Second) Level Aisles Throughout  FTB N/A  

Non Asbestos 
    

Yellow/White Mastic Associated with FTB Ground (Second) Level Aisles Throughout FTMB N/A Non Asbestos     

12”x12” Gray Floor Tile with Black and 

White Specks 

Ground (Second) Level Clothing Aisle  FTC N/A Non Asbestos     

Yellow Mastic Associated with FTC Ground (Second) Level Clothing Aisle FTMC N/A Non Asbestos     

12”x12” Tan Floor Tile with Varied 

Light Streaks 

Ground (Second) Level Aisle within Sleepwear  FTD N/A Non Asbestos     

Brown/Yellow Mastic Associated with FTD Ground (Second) Level Aisle within Sleepwear FTMD N/A Non Asbestos     
12”x12” Light Tan Floor Tile with Tan 
Streaks 

Ground (Second) Level Salon and Stock Rooms FTE N/A Non Asbestos      

Yellow/Black Mastic Associated with FTE Ground (Second) Level Salon and Stock Rooms FTME 2,700 SF 2% Chrysotile   X   
12”x12” Light Tan Floor Tile with Tan 
Streaks 

Ground (Second) Level Stock Rooms FTF N/A Non Asbestos     
Yellow Mastic Associated with FTF Ground (Second) Level Stock Rooms FTMF N/A Non Asbestos     
Unknown Second Layer Floor Ground (Second) Level Tools Garden, and Salon  FTG N/A Non Asbestos      

Green/ Yellow Mastic Associated with FTFG 
 

Ground (Second) Level Tools Garden, and Salon FTMG N/A Non Asbestos      
12”x12” Tan Floor Tile with Light Varied 
Streaks 

Associated Locker Room  FTH N/A Non Asbestos      

Yellow/Black Mastic Associated with FTH Associated Locker Room  FTMH 300 LF 2% Chrysotile   X   

Wall Mounted Black Mastic  Northeast area of ground (second) level of former restaurant  WBM 370 SF 5% Chrysotile   X   

Black, Silver, Tan Fiberglass Pipe Wrap Hot, Cold, Domestic Water Lines, Boiler Room Piping  TPW N/A Non Asbestos   X  

 

1. These materials are friable or will become friable during demolition/renovation activities. These materials must  be removed prior to demolition/renovation activities. 

 
2. These materials do not generally need to be removed prior to demolition/renovation. These materials, however, may  need to be removed if they become friable based on the types of procedures and equipment utilized during the demolition/renovation 

operations.  All category 

I and category II non-friable ACM shall be assessed for potential friability based upon procedures utilized for removal. If the utilized procedures render the material friable, the material is classified as RACM and must be abated. 

 

3. These materials are not regulated under NESHAPS or AHERA. However, potential exposure to asbestos from these materials is still regulated under the OSHA Asbestos in Construction Standard, 29 CFR 1926.1101.  This standard establishes exposure 

limits, work practices and notification requirements for employers whose employees may be exposed to the asbestos as a result of demolition or renovation activities involving these materials. 

 

RED = TRC Additions; Bold = Asbestos Containing 
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Table 1: Building 1 ACM Summary  
 

 

 

 

Suspect Material Description 

 

 

 

L

o

 

 

 

HA # 

 

 

 

Quantity 

 

ACM 

% 

Typ

e 

 

 

Friable 
1 

ACM 

 

Non 

Friable 
2 

ACM  

 
 

TRC 
Samples 

Contains 

Not More 

Than 1% 

Asbestos
3

 

12”x12” Off white with Tan Streaks Basement (First) Level Near Freight Elevator  FTI N/A Non Asbestos     

Black/Brown Mastic 

Associated with FTI 

Basement (First) Level Near Freight Elevator FTMI 
N/A 

Non Asbestos     

12” x 12” Tan Floor Tile with Tan Streaks Basement (First) Level North Wall  FTJ 11,000 SF Non Asbestos     

Mastic Associated with FTJ Basement (First) Level North Wall  FTMJ 11,000 SF Non Asbestos     

Cove Base – Black Ground (Second Level) Perimeter  CBA N/A Non Asbestos     

Cove Base – Off White Ground (Second Level) Perimeter CBB N/A Non Asbestos     

Yellow Carpet Glue  Throughout building Areas  CGA N/A Non Asbestos     

Unknown 2nd Layer White Floor Tile Under Basement (First) Level Offices  FTP 6,500 SF +380 SF 2% Chrysotile  X    

Black Mastic Associated with FTP Basement (First) Level Offices FTMP 6,500 SF 10% Chrysotile   X   

9” x 9” Gray Floor Basement (First) Level Women’s Restroom Lounge FTQ 300 SF 2% Chrysotile  X    

Black Mastic Associated with FTQ Basement (First) Level Women’s Restroom Lounge FTMQ 300 SF 10% Chrysotile   X   

9” x 9” White Floor Tile with Black Specks Basement (First) Level Kitchen/ Break Room  FTR 600 SF 2% Chrysotile  X    

Black Mastic Associated with FTR Basement (First) Level Kitchen/ Break Room  FTMR 600 SF 10% Chrysotile   X   

12” x 12” White Floor Tile with Black Streaks Basement (First) Level Hallway Stairwell FTS N/A Non Asbestos     

Yellow Mastic Associated with FTS Basement (First) Level Hallway Stairwell FTMS N/A Non Asbestos     

12” x 12” Beige Floor Tile with Green and Red Basement (First) Level Throughout Detail Control Center FTT N/A Non Asbestos     

Black/Yellow Mastic Basement (First) Level Throughout Detail Control Center FTMT N/A Non Asbestos     

Beige Second Layer Floor Tile Basement (First) Level Throughout Detail Control Center FTU 18,500 SF +550 SF 5% Chrysotile  X    

Black Mastic Associated with FTU Basement (First) Level Throughout Detail Control Center FTMU 18,500 SF 5% Chrysotile   X   

12” x 12” Peach Floor Tile with Gray and White 

Specks 

Basement (First) Level Throughout Detail Control Center FTV N/A Non Asbestos     

12” x 12” Pink Floor Tile with Green and Red 

Streaks 

Basement (First) Level Throughout Detail Control Center FTW N/A Non Asbestos     

Brown Mastic Associated with FTW Basement (First) Level Throughout Detail Control Center FTMW N/A Non Asbestos     

12” x 12” Cranberry Floor Tile with Dark Spots 

 

Basement (First) Level Throughout Detail Control Center – 

Women’s Restroom 

FTX N/A Non Asbestos     

 

1. These materials are friable or will become friable during demolition/renovation activities. These materials must  be removed prior to any demolition/renovation activities. 

 
2. These materials do not generally need to be removed prior to demolition/renovation. These materials, however, may  need to be removed if they become friable based on the types of procedures and equipment utilized during the demolition/renovation 

operations.  All category 

I and category II non-friable ACM shall be assessed for potential friability based upon procedures utilized for removal. If the utilized procedures render the material friable, the material is classified as RACM and must be abated. 

 

3. These materials are not regulated under NESHAPS or AHERA. However, potential exposure to asbestos from these materials is still regulated under the OSHA Asbestos in Construction Standard, 29 CFR 1926.1101.  This standard establishes exposure 

limits, work practices and notification requirements for employers whose employees may be exposed to the asbestos as a result of demolition or renovation activities involving these materials. 

 

RED = TRC Additions; Bold = Asbestos Containing 
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Table 1: Building 1 ACM Summary  
 

 

 

 

Suspect Material Description 

 

 

 

Location 

 

 

 

HA # 

 

 

 

Quantity 

 

ACM 

% 

Type 

 

 

Friable 
1 

ACM 

 

Non 

Friable 
2 

ACM 

 
 

TRC 
Samples  

Contains 

Not More 

Than 1% 

Asbestos
3

 

Yellow Mastic Associated with FTX Basement (First) Level Throughout Detail Control Center – Women’s 
Restrooms  

FTMX  
N/A 

Non Asbestos     

12” x 12” Olive Green Floor Tile with Dark 

Spots 

Basement (First) Level Throughout Detail Control Center – Men’s 

Restrooms  

FTY 
N/A 

Non Asbestos     

Yellow Mastic 

Associated with FTY 

Basement (First) Level Throughout Detail Control Center – Men’s 

Restrooms 

FTMY 
N/A 

Non Asbestos     

Beige Carpet Glue East Side of Basement (First) Level CGB 500 SF 5% Chrysotile   X 
  

Beige Glue East Side of Basement (First) Level  CBC N/A Non Asbestos     

3” Grey Baseboard Ground (Second) Level Throughout  MBA* N/A Non Asbestos     

3” Brown Baseboard Ground (Second) Level Throughout MBB* N/A Non Asbestos     

Pipe Fitting Insulation Penthouse, Basement, Ground Floor, Heating Hot Water  TFA* 500 LF 12% Chrysotile  X    

Pipe Fitting Insulation Penthouse, Basement, Ground Floor, Domestic Hot Water  TFB* 400 LF 15% Chrysotile  X    

2’ x 4’ Ceiling Tile – White Rough with Pin Throughout various locations of the Basement and Ground Floor  MCA* N/A Non Asbestos     

2’ x 4’ Ceiling Tile – White Rough Pin Hole Throughout various locations of the Basement and Ground Floor  MCB* N/A Non Asbestos     

2’ x 4’ Ceiling Tile – Drywall Look Throughout various locations of the Basement and Ground Floor  MCC* N/A Non Asbestos     

Drywall, Tape and Joint Compound Throughout various locations of the Basement and Ground Floor  MDA* N/A Non Asbestos     

Drywall, Tape and Joint Compound Throughout various locations of the Basement and Ground Floor  MDB* N/A Non Asbestos     

Vibration Dampener Lawn Mower Storage  MOA* 10 SF Assumed    X  

2’ x 2’ Ceiling Tile; White Rough with Pin 

Holes 

Restroom Areas  MCD* 
N/A 

Non Asbestos     

2’ x 4’ Ceiling Tile; White with Fissures and 

Pin Holes 

Former Miracle Ear Location  MCE* 
N/A 

Non Asbestos     

Pipe Fitting Chilled Water Elbows, Tees, Valves, and Penthouse Storage TFH(A)* 400 LF 15% Chrysotile  X    

Boiler Insulation  Hot Water Tanks of the Penthouse Area BI 238 SF 2% Chrysotile / 25% Amosite X    

Plaster Ceiling  Ceiling above Penthouse Area Boiler Tanks N/A 955 SF Assumed  X    

Condensate Tank Insulation Tank insulation in the central area of the Penthouse  CTI 320 SF 40% Chrysotile  X    

Fire Door Insulation  Interior Fire Rated Doors  FDI N/A Non Asbestos      

Black Piping Gaskets Boiler Room and Penthouse Areas Piping  PG1 N/A Non Asbestos      

Red Piping Gaskets  Penthouse Area Boiler / Mechanical Piping  PG2 20 Count 3% Chrysotile    X  

White / Grey 9’x9’ Floor Tile and Mastic South Admin Area by South Central Entrance  FT 111 SF 10% Chrysotile Mastic, 3% 

Tile 

X  X  

 

1. These materials are friable or will become friable during demolition/renovation activities. These materials must  be removed prior to any demolition/renovation activities. 

 
2. These materials do not generally need to be removed prior to demolition/renovation. These materials, however, may need to be removed if they become friable based on the types of procedures and equipment utilized during the demolition/renovation 

operations.  All category 

I and category II non-friable ACM shall be assessed for potential friability based upon procedures utilized for removal. If the utilized procedures render the material friable, the material is classified as RACM and must be abated. 

 

3. These materials are not regulated under NESHAPS or AHERA. However, potential exposure to asbestos from these materials is still regulated under the OSHA Asbestos in Construction Standard, 29 CFR 1926.1101.  This standard establishes exposure 

limits, work practices and notification requirements for employers whose employees may be exposed to the asbestos as a result of demolition or renovation activities involving these materials. 

 

RED = TRC Additions; Bold = Asbestos Containing 
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Table 2: Building 2 ACM Summary     
 

 

 

 

Suspect Material Description 

 

 

 

Loca

tion 

 

 

 

HA # 

 

 

 

Quantity 

 

ACM 

% 

Type 

 

 

Friable 
1 

ACM 

 

Non 

Friable 
2 

ACM 

 
 

TRC 
Samples  

Contains 

Not More 

Than 1% 

Asbestos
3

 

12”x12” Black Floor Tile with White Specks Sales Waiting Room, and Aisles  FTK N/A Non Asbestos     

Yellow Mastic Associated with FTK Sales Waiting Room, and Aisles FTMK N/A Non Asbestos     

12”x12” Gray Floor Tile with Black and White 

Specks 
Storage Rooms, Ground Level Associated Lounge  FTL N/A Non Asbestos 

    

Yellow/White Mastic Associated with FTL Storage Rooms, Ground Level Associated Lounge  FTML N/A Non Asbestos     

Unknown 2nd Layer Sales, Aisle, and Waiting Room  FTM N/A Non Asbestos     

Black/Yellow Mastic Associated with FTM Sales, Aisle, and Waiting Room FTMM 4,000 SF 2% Chrysotile   
  X 

  

12” x 12” Tan Floor Tile with Brown 

 

Second Level Lounge   FTN N/A Non Asbestos     

Brown Mastic Associated with FTN Second Level Lounge   FTMN N/A Non Asbestos     

12” x 12” Gray Marbled Floor Tile Second Level Lockers and Restrooms  FTO N/A Non Asbestos     

Brown/Yellow Mastic Associated with FTO Second Level Lockers and Restrooms  FTMO N/A Non Asbestos     

Drywall, Tape and Joint Compound Throughout Auto Shop Rooms   MDA-AUTO* N/A Non Asbestos     

Pipe Fitting Chilled Water Lines   TFA-AUTO* 70 LF 12% Chrysotile  X    

Pipe Fitting Throughout Heating Hot Water Lines   TFB-AUTO* 100 LF 15% Chrysotile  X    

Pipe Fitting Throughout Cold Water Lines   TFC-AUTO* 100 LF 12% Chrysotile  X    

Pipe Fitting Throughout Hot Water Lines  TFD-AUTO* 50 LF 8% Chrysotile  X    

Pipe Fitting Roof Drains  TFE-AUTO* 10 LF 8% Chrysotile  X    

Vibration Dampener Auto Shop Ceiling Mounted HVAC  N/A 10 SF Assumed    X  

2’ x 4’ Ceiling Tile; White with Fissures and  

Pin Holes 
Various Locations Throughout the Auto Shop   MCA-AUTO* N/A Non Asbestos 

    

2’ x 4’ Ceiling Tile; White with Fissures and Pin 

Holes 
Various Locations Throughout the Auto Shop MCB-AUTO* N/A Non Asbestos     

2’ x 4’ Ceiling Tile; White with Fissures and Pin 

Holes 
Various Locations Throughout the Auto Shop   MCC-AUTO* N/A Non Asbestos 

    

3” Brown Baseboard 

 

Various Locations Throughout the  Auto Shop MQB-AUTO* 

 

N/A Non Asbestos     

Grey Caulking  Exterior Door Frames  CM-1 N/A Non Asbestos   X  

White Caulking  Exterior metal flashing caulking by Upper Level condenser  CM-2 N/A Non Asbestos   X  

Black, Silver, and Tan Fiberglass Pipe Wrap Hot, Cold, and Domestic Water Lines, Boiler Room Piping  TPW N/A Non Asbestos    X  

 

1. These materials are friable or will become friable during demolition/renovation activities. These materials must  be removed prior to any demolition/renovation activities. 

 
2. These materials do not generally need to be removed prior to demolition/renovation. These materials, however, may need to be removed if they become friable based on the types of procedures and equipment utilized during the demolition/renovation 

operations.  All category 

I and category II non-friable ACM shall be assessed for potential friability based upon procedures utilized for removal. If the utilized procedures render the material friable, the material is classified as RACM and must be abated. 

 

3. These materials are not regulated under NESHAPS or AHERA. However, potential exposure to asbestos from these materials is still regulated under the OSHA Asbestos in Construction Standard, 29 CFR 1926.1101.  This standard establishes exposure 

limits, work practices and notification requirements for employers whose employees may be exposed to the asbestos as a result of demolition or renovation activities involving these materials. 

 

RED = TRC Additions; Bold = Asbestos Containing 



 

 

  

Table 3: TRC Additional Samples 

Sample ID Number Material Description Sample Location Asbestos % and Type 

 
CM-01A 

CM-01B 
 

Grey Caulking 
East First Floor Shop 

Doors  
Non Asbestos  

 
CM-02A 

CM-02B 
 

White Caulking 

Accessible 

Shop Upper Level 

Condenser 
Non Asbestos  

 
BI-01A 

BI-01B 

 

White Insulation Tank 
Penthouse Boiler 

Room  

2% Chrysotile 

25% Amosite 

 

 
WBM-01 

WBM-02 

 

Black Mastic 

Northeast Area of 

Ground Level/ 

Former Restaurant  

5% Chrysotile 

 
CTI-01A 

CTI-01B 

CTI-01C 

 

White Insulation Tank 

Penthouse Boiler 

Condensation Tanks, 

Central Area Water 

Tank  

40% Chrysotile 

 
PG-01A 

 

Black Gaskets 

Accessible 

Central Boiler 

Condensate Piping  
Non Asbestos   

 
PG-02A 

 

Red Gaskets 
Penthouse Boiler 

Piping  
3% Chrysotile 

 
TPW-01 

TPW-02 

TPW-03 

TPW-04 
 

Silver, Black, Tan 

Insulation Pipe Wrap 

 

Basement, Ground 

Level, Penthouse, 

Shop  

Non Asbestos  

 
FDI-01 

FDI-02 

 

Yellow, Grey Fire Rated 

Door Insulation 

 

Entrance Doors to 

Penthouse and 1st 

Floor/Basement  

Non Asbestos  

 
FT-01A 

FT-01B 
 

Grey Vinyl Floor Tile 

with Black Mastic 9" X 

9" 

South Admin Room 

by South Central 

Entrance  

Mastic 10% Chrysotile 

Tile 3% Chrysotile  

N/A Plaster Ceiling  Penthouse Assumed  



 

 

Sample ID Number Material Description Sample Location Asbestos % and Type 

N/A Vibration Dampener   

Shop Ceiling 

Mounted HVAC 

Ducts 

Assumed  

 

Table 4a:  Summary of Universal Ground Level Building 1 

Item 
Material Type/ 

Description 
Container/ 
Packaging  

Quantity 

Fire Extinguisher  
Monoammonium 
Phosphate  N/A 45 

Fluorescent Bulbs  Possible Mercury  Fixture 9,065 

Fluorescent Light Ballasts Possible PCBs Fixture 4,571 

Emergency Light Units  Possible Metals  N/A 30  

Emergency Exit Signs  Possible Metals  N/A 35 

Drinking Fountain Possible Refrigerants  
Unknown 

Reservoir Size 1 

Refrigerator  Possible Refrigerants  
Unknown 

Reservoir Size 1 

High Intensity Discharge Lights  Possible Mercury/PCBs Fixture 47 

 

Table 4b:  Summary of Universal Waste Basement Level Building 1 

Item 
Material Type/ 

Description 
Container/ 
Packaging  

Quantity 

Cardboard Bailer  Hydraulic Oils  

Unknown 
Reservoir Size -

Metal 1  

Transformers  Possible PCBs 
Unknown reservoir 

size – metal 3 

Fire Extinguisher  
Monoammonium 
Phosphate  N/A 20 

Fluorescent Bulbs  Possible Mercury  Fixture 3,377 

Fluorescent Light Ballasts Possible PCBs Fixture 2,003 

High Intensity Discharge Lights  Possible Mercury/PCBs Fixture 16 

Emergency Light Units  Possible Metals  N/A 25 

Emergency Exit Signs  Possible Metals  N/A 20 

Drinking Fountain Possible Refrigerants  

Unknown 
Reservoir Size - 

Metal 3 

Refrigerator  Possible Refrigerants  

Unknown 
Reservoir Size - 

Metal 1 

Air Conditioning Units – IT Room Possible Refrigerants  

Unknown 
Reservoir Size - 

Metal 3 

Loading Dock HID Lights  Possible Mercury/PCBs Fixture 16 

Air Compressor  Possible Oils 

Unknown 
Reservoir Size - 

Metal 1 



 

 

Table 4b:  Summary of Universal Waste Basement Level Building 1 

Item 
Material Type/ 

Description 
Container/ 
Packaging  

Quantity 

Miscellaneous Chemicals  
Cleaning Solvents / 
Solutions  

Plastic / Metal <1-
gallon Containers 22 

 

Table 4c:  Summary of Universal Waste Penthouse Building 1 

Item 
Material Type/ 

Description 
Container/ 
Packaging  

Quantity 

Electrical Control Cabinets  Possible PCBs Metal  3 

Freight Elevator Equipment / Cabinets Possible PCBs/ oils Metal Cabinets 2 

Fire Extinguisher  
Monoammonium 
Phosphate  N/A 10 

Fluorescent Bulbs  Possible Mercury  Fixture 140 

Fluorescent light Ballasts Possible PCBs Fixture 70 

Emergency Exit Signs  Possible metals  N/A 4 

Air Compressor Possible Oils 

Unknown 
Reservoir Size - 

Metal 3 

Equipment Fluids  Oils / solvents  
Plastic/Metal <1-
gallon Containers  10 

 

Table 4d:  Summary of Universal Waste Building 2  

Item 
Material Type/ 

Description 
Container/ 
Packaging  

Quantity 

Transformers  Possible PCBs 

Unknown 
Reservoir Size - 

Metal 2 

Fire Extinguisher  
Monoammonium 
Phosphate  N/A 12 

Fluorescent Bulbs  Possible Mercury  Fixture 708 

Fluorescent Light Ballasts Possible PCBs Fixture 359 

High Intensity Discharge Lights  Possible Mercury/PCBs Fixture 60 

Emergency Exit Signs  Possible Metals  N/A 8 

Drinking Fountain Possible Refrigerants  

Unknown 
Reservoir Size - 

Metal 2 

Air Compressor  Possible Oils 

Unknown 
Reservoir Size - 

Metal 2 

Residual Lube / Oils Elevated Hose Reels Metal and Rubber  2  

 



 
 

 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

Appendix B 
 

Site Figures 
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